
Specifications 

Nominal Diamete『

Nominal Power (AES) 1 

Program Power2 

Sensitivity (1 W/1 mt 

Voice Coil Diameter 

Magnet Material 

Nominal Impedance 

Frequency Range 

Thiele & Small Parameters 

Fs 

Qes 

Qts 

Qms 

Re 

Sd 

Vas 

Bxl 

Mms 

Le (1 kHz) 

Xmax (lin.)' 

M。u 『1tlng Inf。rmatl。n

Overall Diameter 

Mounting Holes Diameter 

Bolt Circle Diameter 

Ba仔le Cutout 

Overall Depth 

Net Weight 

200mm (Bin) 

250W 

500W 

98dB 

65mm (2.5in) 

Neodymium 

160 

290-6000Hz

286.6Hz 

0.92 

0.83 

9.1 

10.60 
214cm2 

0.9L 

20.9Tm 

21.0g 

0.5mH 

±2mm 

239mm 

4x 5.5mm x 6.5mm 

221mm 

189mm 

88mm 

2.5kg 

Na ..缸’2hours .. st with pink noiH (8dB cr11副） botween F• and 10F•. Pow町帽lculatedon
『·otod minimum Impedance
2 Program Pow•『 i• defined as 3dB greo .. rthan tho AES Power 
3 RMS Voltege ...抽 2创vat nominal Impedance
4 Xmax is defined田（Hc-Hg)/2
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                                8NSM64-16    
 Sin Mid  Frequency Driver 

Features 

• 2.5in Voicecoil
• High Sensitivity
• Die Cast Enclosu 「e
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Frequency resp。nse measured in free air 

1田 200 500 " 2k Hz 

lmpedan四 for 160 driver 

5k 

十＋十＋＋＋

10k 20, 

叩 20 50 1由 200 H, 500 1k 2k 5k IOk 2<lk 

https://www.china-sanway.com/


	Page 1



